
                                                                                      
      
    Arcopolimeri srl 

Via Galileo Galilei, 10/12 - 35012 Camposampiero (PD) 

Telefono: 049 9300220 - Telefax 049 5794588 

Website: www.arcopolimeri.com 

Polyamide 66                                                              Technical data sheet                       
                             Edition 01.2018 - rev.01                                    

 
 
 

       ArcomidArcomidArcomidArcomid®®®®    AAAA    28 28 28 28 R50 HR50 HR50 HR50 H                                                                                                
 

 

 

Product description 

Polyamide 66 for injection moulding reinforced with 50% glass fiber, excellent rigidity and dimensional stability. Heat 

stabilized. 

 

 

Properties Unit Value Method 

       

PhysicalPhysicalPhysicalPhysical          

Density (23 °C) g/cm³ 1,581,581,581,58    ASTM D1505 

Humidity absorption at equilibrium (50% UR 23 °C) % 5555    ISO 62 

       

MechanicalMechanicalMechanicalMechanical          

Tensile strength at break MPa 220220220220    ASTM D638 

Tensile elongation at break % 3333    ASTM D638 

Tensile modulus MPa 16500165001650016500    ASTM D638 

Flexural modulus MPa 15000150001500015000    ASTM D790 

IZOD:       

Impact strength notched (+23 °C) J/m 150150150150    ASTM D256 

Impact strength notched (- 20 °C) J/m     ASTM D256 

Impact strength notched (- 40 °C) J/m     ASTM D256 

       

ThermalThermalThermalThermal          

VICAT B softening point (50 °C/h  50N) °C     ASTM D1525 

Heat distorsion temperature HDT (1,82 MPa) °C 255255255255    ASTM D648 

Ball pressure test °C     IEC 335 

Melting point °C 260260260260    ASTM D2117 

       

ElectricalElectricalElectricalElectrical          

Tracking resistance CTIM V     IEC 112 

Comparative tracking index CTI V 550550550550    IEC 112 

       

FlammabilityFlammabilityFlammabilityFlammability          

UL 94 flammability (1,6 mm)  HBHBHBHB    UL94 

Glow-wire flammability index GWFI °C / mm     IEC 695-2-12 

Glow-wire ignition temperature GWIT °C / mm     IEC 695-2-13 

 

 

Process conditions 

Melt temperature range: 222277770 0 0 0 ----    222299995555    °C°C°C°C    

Mould temperature range: 100100100100    °C°C°C°C    

Mould shrinkage: 0,20,20,20,2    ----    0,0,0,0,6666%%%%    

Drying process:  2 2 2 2 houhouhouhours at rs at rs at rs at 88880000    °C°C°C°C    
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Storage  

The product should be stored in dry conditions at temperatures below 50°C and protected from UV-light. An unsuitable 

storage can have negative effects on the physical properties of this product. 

 

Safety 

The product has not classified as dangerous. Please see the “Material safety data sheet” for details. 
 

 

               

 

 

The data information contained herein are typical average values based on our current level of knowledge and experience and not constitute sales specifications. No 

liability, warranty or guarantee of product performance is created by this document.  Arcomid® is an Arcopolimeri registered trademark. 

 


